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Features:
■ 2” Conductive Extension Cowl
■ 3 Piece Housing

■ Meets regulatory requirements
■ Each cassette comes with a unique serial number

Zefon® offers PCM and TEM 25mm conductive air sampling cassettes designed and manufactured to meet all 
applicable NIOSH, AHERA, OSHA, and EPA standards.  The cassette housings are manufactured in-house 
from high quality polypropylene and are individually assembled and preloaded under stringent quality control 
standards.  Once assembled, each cassette is individually tested prior to packaging for shipment.  Random lot 
sample testing is performed daily by an independent laboratory to ensure compliance with asbestos regulations.  
Laboratory results are available upon request.  Each cassette is banded and marked with a serial number and 
bar code.

25mm Asbestos Sampling Cassettes

Each Zefon® 25mm cassette undergoes stringent quality control that  
includes a 100% inspection for the correct filter/pad combination and 
a 100% inspection to ensure no filter parchment paper is present.   

Then each lot of cassettes has numerous sample blanks verified by an 
independent laboratory to have acceptable background fiber counts as 
per NIOSH requirements. 

CASSETTE TYPE PCM TEM

FILTER TYPE MCE MCE MCE MCE

FILTER SURFACE
PLAIN WHITE WHITE WITH BLACK GRID WHITE WITH GREEN GRID PLAIN WHITE

PORE SIZE 0.8µ 0.8µ 0.8µ 0.45µ + 5.0µ

HOUSING STYLE 25mm W/ Conductive Cowl 25mm W/ Conductive Cowl 25mm W/ Conductive Cowl 25mm W/ Conductive Cowl

COLOR CODE BLUE BLUE BLUE GREEN

APPLICATIONS Asbestos Asbestos Asbestos Asbestos

STANDARDS NIOSH 7400
OSHA ID 160 MDHS 39/4 MDHS 39/4 NIOSH 7402

AHERA

PACK SIZE 50/box 50/box 50/box 50/box

PRODUCT NUMBER Z008BA Z0086A Z00866A Z045BA


