
Nilfisk GD 930
Aspirateurs poussières

Un aspirateur de renommée mondiale pour le nettoyage

journalier et efficace de grandes surfaces. C’est le choix de

confiance pour des conditions d’utilisation difficiles: hôtels,

écoles, bureaux, hôpitaux, etc. Solide et stable, le GD 930 est

équipé d’un sac à poussières de 15 litres de contenance. La

conception intelligente de cet aspirateur GD 930 optimise

l’aspiration et réduit au strict minimum les pertes d’énergie.

Résultat : une puissance d’aspiration optimale accompagnée

seulement d’un léger bourdonnement. Avec son excellent

système de filtration HEPA, toutes les mauvaises particules de

poussière sont stoppées ; tel que les poils d’animaux et micro

poussières nuisibles pour l’humain. Notre gamme est équipée de

tubes aluminium légers et robustes pour un grand confort

d’utilisation.

Le GD 930 est équipé en tandard d’un système de filtration

performant, qui capture les particules même microscopiques et

empêche leur rejet dans l’air ambiant.

• Très grand rayon d’action avec ses 15 m de câble

• Sac à poussières de grande contenance avec ses 15 litres

• Tube télescopique pour un confort exceptionnel (Uniquement

sur S2)

• Corps principal résistant en acier
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Imaging Specifications
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Ordering Information
TG165 Imaging IR Thermometer

TA13 EVA Protective Case for TG165

TA14 Belt Holster for TG165

IR Temperature Measurement
Basic Accuracy  +/- 1.5% or 1.5°C

Range -25 to 380°C, -13 to 716°F

Emissivity 4 Pre-Set Levels with Custom Adjustment, 0.1 to 0.99

Dist. to Spot Ratio  (D:S) 24:1

Measurement Resolution 0.1 °C / °F

Response Time 150 Milliseconds

Spectral Response 8 to 14μm

Lasers Dual Diverging Lasers, Frames Temp Measurement Area

Thermal Imaging
Imaging Detector FLIR Lepton™ Microbolometer Focal Plane Array (FPA)

Shutter Integrated Automatic Shutter

Image Resolution (H x W) 4,800 Pixels (80 x 60)

Spectral Response 8 to 14μm 

Field of View (H x W) 50° x 38.6°

Upper Scene Range 127°C, 260°F (400K)

Thermal Imaging Sensitivity 150mK

Frame Rate 9 Hz

Color Palettes 2 (Grey Scale, Hot Iron) 

Saved Image Format Bitmap (BMP) Image with Temperature and Emissivity 

General
Unit Size (H x W x D) 7.3 x 2.2 x 3.7 in (186 x 55 x 94 mm)

Display Type 2.0 in TFT LCD

Display Resolution (W x H) 38,720 Pixels (176 x 220)

Battery Rechargeable via Micro USB Lithium-ion Battery: 3.7V, 2600mAh

Auto Power Off Yes, Adjustable with Disable

Battery Life Hours Typical Use: Five 8-Hr Work Days; Continuous Use: 8 Hrs

Certifications CE / CB / FCC / FDA

Memory 8Gb Micro SD Card

Operating Temperature -10 to 45°C, 14 to 113°F

Drop Test Designed for 2 Meter, 6.5 Feet

Tripod Mount 1/4 in - 20 on Handle Bottom

Warranty 2 Years Product, and 10 Years Thermal Imaging Detector*

Includes Lanyard, USB Cable, International Charger (US, UK, EU, AU, CN)
8 Gb Micro SD Card, Technical Documentation

* When registered within 60 days of purchase.

www.flir.com/TG165

FLIR TG165
Imaging IR Thermometer

The FLIR TG165 Imaging IR Thermometer bridges the gap between single 
spot infrared thermometers and FLIR’s legendary thermal cameras. Equipped 
with FLIR’s exclusive Lepton® micro thermal sensor, the TG165 lets you see 
the heat so you know where to reliably measure it. Easily � nd unseen hot and 
cold spots for instant troubleshooting, and store images and data to show 
customers and include in reports.

See the Heat°™ - Speed Troubleshooting
FLIR’s Innovative Lepton® IR Imaging Engine

• Instantly shows what’s hot and where to aim

• Eliminates blind guesswork

• 24:1 spot size ratio for safer distance measuring

Grab and Go Simplicity
Fire It Up and Get to Work in Seconds

• Intuitive to operate with no special training required

• Easily save images and data for documentation

• Download images fast over USB or from removable micro SD

Rugged and Reliable
Designed for the Harshest Environments

• Built to withstand a 2 meter drop

• Covered by FLIR’s exclusive 2-10 warranty

• Compact and durable to easily stow in a crowded tool bag

Mechanical Overheating

Electrical Troubleshooting Warm Pipe in Wall

Refrigeration Issues

www.fl ir.com/TG165
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Nilfisk GD 930
Aspirateurs poussières

Description Unité GD 930

Puissance nominale w 1000

Colonne d’eau, max Pouces H2O 92

Débit d’air, max cfm 74

Puissance aéraulique w 270

Surface filtrante cm2 490

Poids kg 7.5

Dimensions (l x w x h) cm 45 x 39 x33

Niveau sonore BS 5415 dB(A) 53

Spécifications techniques

Nilfisk-Advance America, Inc.
300 Technology Drive / Malvern, PA 19355
800-645-3475
www.nilfiskcfm.com
questions@nilfisk-advance.com

Les spécifications et informations peuvent être modifiées sans avis préalable.
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